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1. Dimensions and Recommended Pad Layout 

 

 
 

2. Schematic Diagram 
 
 
 
 
 
 
 
 
 

3. General Specifications. Recommended Reflow Profile 
 

 
  
 

  
   
  Typical Operating Frequency 13,56MHz 
   
   

  Storage Temperature -40 ºC → +105 ºC  
                                                                                                                                               
                                                                                                                    

 Operating Temperature -40 ºC → +85 ºC                                                        
 
 
  Lead Free Reflow Profile 

 

0 400   (sec)

100

200

300
ºC

140
180

275

210

max 360 sec

preheating  60 - 120 sec cooling zone

100 190   200 280 300                      360

90 sec

30 sec

2-4ºC/sec

All dimensions in mm 

Pins coplanarity 0,15mm 
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4. Electrical Characteristics 
    
    

4444DC1DC1DC1DC15555NFNFNFNF        
 

Code 
Lx,y,z1 

(µH) 
Lz2 

(µH) 
Q min 
x,y,z1 

Q min 
z2 

SRFx,y 
(kHz) 
Min 

SRFz1 
(kHz) 
Min 

SRFz2 
(MHz) 
Min 

DCRxy 

(mΩ) 
Max 

DCRz1 

(mΩ) 
Max 

DCRz2 

(mΩ) 
Max 

4DC15NF-0477J 4,77 ± 5% 0,85 ± 10% 24 4,5 250 350 25 99 132 4,95 

         
 

5. Packaging Information 
                                       

TAPING SPECIFICATION (According to EIA481) 

 
 
 
REEL 

 
 
 
 

All dimensions in mm 

All dimensions in mm 
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TAPING 

LEADER 400 mm

170 min170min 600pcs

 
6. Labelling 
 

      
 

     PART LABELLING            PACKAGE LABELLING 
 

                
 

                
7. Reliability Tests 
 

This part is according to AEC-Q200 Revision D. 
 

Edition Revision date 

1 28/04/2016 

 

PART NUMBER 

BATCH/REEL 

carrier tape 

cover tape 




